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FIG. SK-1 Cap
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SK-1 GROOVED CAP
Nominal oD End Approx.
Size . to End Wt. Ea.
In./DN(mm In./mm In./mm Lbs./K . <:>
1 ) 1.315 11/4 0.3 . G@US
o5 3'3_4 25 0:1 LISTED APPROVED
For Listings/Approval Details and Limitations,
11/4 1.660 1 04 visit our website at www.anvilintl.com or contact
32 42.2 25 0.2 an Anvil® Sales Representative.
11/2 1.900 1 0.5
40 48.3 25 0.2 MATERIAL SPECIFICATIONS
2 2.375 1 0.7
50 73.0 25 0.3 CAST FITTINGS:
Ductile Iron conforming to ASTM A-536
21/2 2.875 1 1.0
65 73.0 25 0.4 COATINGS:
3 3.500 1 15 - Rust inhibiting paint Color: ORANGE (standard) or
80 88.9 25 0.7 - Hot Dipped Zinc Galvanized conforming to ASTM A-153 (optional)
2 2500 1116 57 - Other available options: Example: RAL3000 or RAL9000 Series
100 114.3 27 1.2
5 5.563 11/16 4.4
125 141.3 27 2.0
6 6.625 11/16 6.6
150 168.3 27 3.0
8 8.625 13/16 11.3
200 219.1 30 5.1
10* 10.750 11/4 21.0
250 2731 32 9.5
12* 12.750 11/4 35.5
300 323.9 32 16.1

*Supplied as Style K-1 only.

. 1 . TORONTO: (905) 761-6355 VANCOUVER: (604) 420-1131 EDMONTON: (780) 455-3870 MONCTON: (506) 859-7277
National Fire Toll Free: (800) 267-8508 Toll Free: (800)-667-2138 Toll Free: (888)-891-1008 Toll Free: (877) 816-3473
Equlpment Ltd. OTTAWA: (613) 723-6071 BURNABY: (604)-299-4498 CALGARY: (403) 236-5661 MISSISSAUGA: (905) 565-1385

www.nationalfire.com




