
Model BFGO & BFGC Groove Supervised 
Butterfl y Valve 2.5” - 8” (300PSI) (Normally Open & Closed)

10 Gear Box
9 0-rlng EPDM
8 Stem Bushi ng PTFE/C954
7 Lower Shaft Sealing Nut WCB ASTM A216
6 lower Shaft SS416 ASTM A582
5 Disc Dl+EPDM
4 Upper Shaft SS416 ASTM582
3 Body DI ASTM 536
2 Shaft Seal EPDM ASTM D2000
1 Upper Shaft Sealing N ut WCB ASTM A216

NO Name Material Remark

Disc Standard API 609
Groove Class ASl/AWWA C 606

Flange Standard IS05211
Test Standard API 598

Electrical Contact information
3. Rating: IBC IP40
4. Type: RV-162-1C25
 Valve is painted epoxy powder coating
 Meets the requirements of NSF/ANSI Standard 61
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Max working pressure: 300 PSI (Max testing pressure : 600 PSI)
All valves are UL/ULC listed and F.M. approved up to 300 PSI



Part Number Size A B C D E F G H K J P M N d L
BFGO250
BFGC250 2.5" 125 95 32 73 69.1 15.9 7.9 111 153 218 152 90 70 9 10 96.476.1 72.3
BFGO300
BFGC300 3" 140 100 32 88.9 84.9 15.9 7.9 111 153 218 152 90 70 9 11 97

BFGO400
BFGC400 4" 160 100 32 114.3 110.1 15.9 9.5 111 153 218 152 90 70 9 14 115.1

BFGO500
BFGC500 5" 170 125 32 139.7 135.5 15.9 9.5 111 153 218 152 90 70 9 14 132.4141.3 137
BFGO600
BFGC600 6" 190 140 32 165.1 160.9 15.9 9.5 111 153 218 200 90 70 9 16 132.4168.3 164
BFGO800
BFGC800 8" 230 175 32 219.1 214.4 19 11.1 126 210 232 300 125 102 12 19 147.4216.3 211.6

Dimension Chart in mm
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